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Propeller and Propeller Accessories (cont.) 
    PA-24 PA-24-250 PA-24-400 PA-24-260 
2. (a) Propeller - McCauley constant speed controllable, hub 

model 2D36C14, blades model 78KM-4. 
Pitch:  High 27.5°, Low 12.7° at 30 in. station 
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Engine and Engine Accessories - Fuel and Oil System  PA-24 PA--
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Electrical Equipm
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Interior Equipment (cont.) 
401. (bm) D.O.A. No. EA-1 Approved Airplane Flight Manual Supplement No. 2 to Airplane Flight Manual No. 1545.  

Required when Item 402(h), Altimatic IIIB, is installed. 
 

 (bn) D.O.A. No. EA-1 Approved Airplane Flight Manual Supplement No. 3 to Airplane Flight Manual No. 1545.  
Required when Item 609(b), Oxygen Sy
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Automatic Pilot 
    PA-24 PA-24-250 PA-24-400 PA-24-260 
402. (a) Piper AutoControl, Model AK066, manufactured by 

Mitchell Industries, Inc. in accordance with FAR 
21.303, installed in accordance with Piper Dwg. 21780 
or 22465.  (Weight does not include weight of gyros)  
AutoControl may be overpowered manually by an 
exertion of 16 lb. of force on the control wheel.  S/N 
eligible are 24-1, and 24-103 through 24-3687 only.  
Flight Manual Supplement Items 401(h), 401(i), 
401(j), 401(m), 401(p), 401(t), or 401(w) required with 
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Miscellaneous Equipment (cont.) 
   PA-24 PA-24-25

-
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NOTE 2.  (l) In view of the pilot on Model PA-24-260 and Model PA-24-400 aircraft equipped with alternate 

 instrument static air source, Item 608(a): 
 
   1. 



 




